116 AUTOMOBILE DEALER AND REPAIRER. 


Tm BOOTH 


AUTOMATIC JACK Save 
MADE OF MALLEABLE IRON Your 
A Jack you can't break. Bang it 
around anyway you want to. Slam Fenders 


it up againstalamp post. Throw it 
around any old way —the Booth 
Automatic is still on the job. It’s 
built to stand not only all the use 
you can give it, but all the 
abuse it can get. 

Boost your car as high as 
you want to, do your work, 
then kick the release 
pin on the side and 
it slides right back to 
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Notice the deep cut- 


ting of the tempered HALLADAY 


| | a handle bent at oe ae U N I V E R S A L B U M P E R 


reinforced stanchion, the strain proof For All Cars Having Drop Front Spring Hanger 


foot. Attached by anyone in 10 minutes. Made of channel steel. 
Buy a Booth. It's the right Jack for the || Has concealed helical springs to take up brunt of shock. If @ 

Seach oe ahivee oem Itbelongsin |] Bumper bar is bent it can be straightened. All other parts un- @ 

Ask your nearest accessory dealer or write aoe calencal oe oR fed pian ia Comes in black 
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BOOTH AUTOMATIC JACK 
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Made of Malleable [ron 


No better jack than the Booth Automatic can be made. 
It is constructed for the hardest service of the best quality of 
malleable iron throughout, with no complicated parts to get out 
of order or loose parts to lose. It is automatic in action and can 
be instantly lifted to any desired height and returned to lower 
position automatically. Built with an extra large, flat base so 
that they may be used on the ground, or any soft surface. 


Made in two sizes, japan finish. 


No.1 One Ton Jack; height, closed, 92-in., open 14-in. 
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Price 
No. 2 3,000-pound Jack; height, closed, 11-in., open 17-in, 
Price # B2 74 
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